[CruiselD

[StationID |Latitude

[Longitude [Depth |Date

[Datum [Comments

05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas
05-27-2010_Ocean Veritas

Oovo001
OoVvo002
Oovo003
OoVvo004
OVO005
OVv006
Oovoo07
Ovo008
OV009
OVv010
ovo11
0ovo12

28.797300
28.797300
28.666022
28.676717
28.802306
28.717278
28.807528
28.679986
28.740994
28.730275
28.732011
28.735442

-88.758706
-88.758706
-88.756806
-88.362856
-88.366047
-88.385283
-87.969964
-87.967217
-88.168814
-88.416872
-88.376789
-88.557581

750

750
1020
1400
1001
1399
1847
1800
1400
1155
1285

800

5/27/2010 NAD83
5/27/2010 NAD83
5/27/2010 NAD83
5/27/2010 NAD83
5/28/2010 NADS83
5/28/2010 NAD83
5/28/2010 NADS83
5/28/2010 NAD83
5/29/2010 NADS83
5/29/2010 NAD83
5/29/2010 NADS83
5/29/2010 NAD83

Benchmark station (BM52)

6069518



[ Field Name | Required? | Description [ Formatting Requirements
<Cruise Start Date (in the format MM-DD-YYYY)>_<Vessel Name>
A unique identifier for the cruise or at-sea operating period. If you are on a vessel that is not Vessel Name must equal exactly:Brooks McCall, Gordon Gunther, Ocean Veritas, Walton
CruiselD Yes listed here email the shore side data manager for the exact vessel name to be utilized Smith, Thomas Jefferson
Unique identifier of the location at which samples are collected and measurements are made. The first Letter of the first two words in the vessel name + three digit Sequential Number; this
Use BM for Brooks McCall, OV for Ocean Veritas, GG for Gordon Gunther, WS for Walton Smith, value must exist in the Samples Data Table
StationID Yes TJ for Thomas Jefferson Ex: OV001, BM023
The latitude (offset for A-frame location from which CTD is deployed), in decimal
degrees, collected when CTD cast reaches maximum depth at the sampling
Latitude Yes location. Decimal degrees (ie, 28.732012); six decimal places
The longitude (offset for A-frame location from which CTD is deployed), in
decimal degrees, collected when CTD cast reaches maximum depth at the
Longitude Yes sampling location. Decimal degrees (ie, -88.318897); six decimal places
Water depth in meters. If possible: take depth from rough-scale (75 m
resolution) bathymetric chart of Gulf of Mexico at the location where samples
are collected and measurements are made. Otherwise: sum of the CDT
Depth Yes maximum depth and the instrument's altimeter value at that depth. Numeric (meters)
Date Yes The date that the station is occupied. Date/Time in the format MM/DD/YYYY
The datum used by the ships navigation to collect the latitude and longitude
Datum Yes measurements. Valid Values are: NAD83 or WGS84.
Comments No Comments or remarks related to this location. Free Text
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